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In the first-principles bulk-layer model the superlattice structure and polarization are determined
by first-principles computation of the bulk responses of the constituents to the electrical and me-
chanical boundary conditions in an insulating superlattice. In this work the model is extended to
predict functional properties, specifically dielectric permittivity and piezoelectric response. A de-
tailed comparison between the bulk-layer model and full first-principles calculations for three sets
of perovskite oxide superlattices, PbTiO3/BaTiO3, BaTiO3/SrTiO3 and PbTiO3/SrTiO3, is pre-
sented. The bulk-layer model is shown to give an excellent first approximation to these important
functional properties, and to allow for the identification and investigation of additional physics,
including interface reconstruction and finite size effects. Technical issues in the generation of the
necessary data for constituent compounds are addressed. These results form the foundation for a
powerful data-driven method to facilitate discovery and design of superlattice systems with enhanced
and tunable polarization, dielectric permittivity, and piezoelectric response.
Perovskite oxide superlattices continue to be of both
fundamental and technological interest due to their wide
variety of functional properties as well as the progress
in atomic scale precision growth techniques that enable
their realization [1–4]. There is particular interest in sys-
tems in which the layering gives rise to distinctive func-
tional properties, including enhancement of properties
such as the piezoelectric response over those of either
constituent [5]. While the microscopic origins of such
behavior could include symmetry breaking by artificial
structuring, a high density of atomically and electron-
ically reconstructed interfaces, and finite size effects in
the unit-cell-scale constituent layers, early experimen-
tal and first-principles investigation of BaTiO3/SrTiO3
superlattices suggested that the properties of superlat-
tices, even with ultrashort periods, can in fact be largely
predicted by a “bulk-layer” model in which the prop-
erties of the superlattice are obtained by considering the
bulk response to the changes in mechanical and electrical
boundary conditions imposed on each constituent layer
by lattice matching and approximate polarization match-
ing [6–9].
For a given constituent material, the bulk response
to the changes in mechanical boundary conditions cor-
responding to lattice matching is readily computed in a
first-principles framework via a strained-bulk calculation
in which two lattice vectors of the bulk material are fixed
to match the substrate at the interface plane, and other
structural parameters are relaxed [10, 11]. The develop-
ment of first-principles methods allowing the calculation
of structure and properties in nonzero uniform electric
fields [12] and the subsequent recognition of the displace-
ment field D as the fundamental electrostatic variable
[13] allow a quantitative determination of how a con-
stituent layer responds to changes in electrical boundary
conditions, including a correct description of nonlinear
behavior at high fields. The use of these first-principles
electrical constitutive relations enables a fully rigorous
implementation of the bulk-layer model.
The bulk-layer model has been successfully applied
to a number of perovskite superlattice systems. For
BaTiO3/SrTiO3, it accounts for the observed polar-
ization of the SrTiO3 layers [6, 7] and the evolution
of the structure and polarization with epitaxial strain
[14–16]. Extension to the case of perovskite superlat-
tices with “charge-mismatched” constituents (for exam-
ple, A3+B3+O3/A
′2+B′4+O3) [17] yielded quantitative
predictions for the epitaxial strain dependence of the
structure and polarization of PbTiO3/BiFeO3 superlat-
tices [17, 18]. For a broader range of superlattice systems,
the predictions of the bulk-layer model can be expected
to provide a good starting point from which interface and
finite size effects can be identified and analyzed.
In this Letter, we show how to extend this definitive
implementation of the bulk-layer model to the predic-
tion of dielectric and piezoelectric responses in insulat-
ing superlattices. For three prototypical titanate su-
perlattice systems, PbTiO3/BaTiO3, BaTiO3/SrTiO3,
and PbTiO3/SrTiO3, we generate the necessary infor-
mation about the bulk constituent compounds, apply the
bulk-layer model to the prediction of superlattice struc-
ture, polarization, dielectric and piezoelectric responses
and show that the model can accurately predict the val-
ues computed for individual superlattices using full first-
principles methods. Thus, using only a database of com-
puted bulk constituent properties, it should be possible to
map out a large configuration space of superlattice com-
binations and investigate the microscopic origins of their
functional properties, leading to a powerful data-driven
method to facilitate discovery and design of superlattice
systems with enhanced and tunable polarization, dielec-
tric permittivity and piezoelectric response.
The constituent layers of the superlattice are mod-
eled as strained-bulk materials [10, 11] responding uni-
2formly to the changes in mechanical and electrical bound-
ary conditions produced by the superlattice, specifically
lattice matching and absence of free charge at the in-
terface. Here, we consider superlattices epitaxially co-
herent with a chosen substrate (here, (001) SrTiO3), so
that the lattice matching is implemented by fixing two
lattice vectors (here, a = (a0, 0, 0) and b = (0, a0, 0))
to match the substrate at the interface plane. The ab-
sence of free charge corresponds to the condition that the
displacement field D be uniform throughout the system
[13]. Throughout this Letter we specialize to tetrago-
nal systems where D, E, and P are along the four-fold
axis with magnitudes given by D, E, and P . For the
specified fixed lattice vectors, each constituent material
α is described by the electric-elastic constitutive relations
U(D;α), c(D;α), E(D;α), and P (D;α) corresponding to
the energy per unit cell (taken relative to its minimum
value), out-of-plane lattice parameter, electric field, and
polarization, respectively.
The systems examined in this Letter are two-
component superlattices with n1 unit cell layers of mate-
rial α1 and n2 layers of material α2, with fixed interface
charge equal to zero. The energy of the system is mod-
eled as the sum of the energies of the individual layers:
U(D) = xU(D;α1) + (1− x)U(D;α2) (1)
where x = n1/N with N = n1 + n2. We consider situ-
ations in which the voltage drop V across the sample is
controlled, with the V = 0 short-circuit boundary condi-
tion corresponding to the periodic boundary conditions
used in first-principles calculations. In practice, we first
construct
V (D) = Nxc(D;α1)E(D;α1)
+N(1− x)c(D;α2)E(D;α2)
(2)
then the D that corresponds to the target V is obtained
by solving V (D) = V and, if there are multiple solutions,
choosing the one that gives the lowest value of U(D).
From this, polarization, out-of-plane lattice constants,
and dielectric and piezoelectric responses can be immedi-
ately obtained as described in the supplemental material.
The treatment of more general superlattices, including
more than two components and/or charge-mismatched
constituents, is detailed in the supplemental material.
Fig. 1 shows the electric-elastic constitutive relations
for SrTiO3, BaTiO3, and PbTiO3 computed for displace-
ment fields ranging from D = 0 to just above the ground
state polarization of PbTiO3 ( P = 0.85 C/m
2
). The fer-
roelectrics BaTiO3 and PbTiO3 display a characteristic
double well in the energy and a non-monotonic behav-
ior of the electric field with displacement field, consistent
with the results for PbTiO3 shown in [19, 20]. SrTiO3
displays its characteristically flat energy well and nonlin-
ear evolution of electric field with displacement field [21],
which, as we will discuss below, gives rise to very large di-
electric and piezoelectric responses for superlattices with
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FIG. 1: Computed electric-elastic constitutive relations
for SrTiO3, BaTiO3, and PbTiO3. Filled circles
show the calculated values and the solid curves
are spline fits. The definite parity of each
function is used to obtain the results for
negative D. The insets zoom in on the slight
polar instability computed for SrTiO3.
large SrTiO3 fraction. Within our first-principles frame-
work, SrTiO3 is very slightly polar, with a shallow double
well and non-monotonic electric field at small D as shown
in the insets of Fig. 1; the experimental observation that
SrTiO3 is paraelectric down to low temperatures is at-
tributed to the effects of quantum fluctuations [22]. The
bulk structural parameters, polarization, dielectric per-
mittivity, and piezoelectric response for each material are
tabulated in the supplemental material.
Fig. 2 shows the polarization for PbTiO3/BaTiO3
superlattices as a function of x, the layer fraction of
BaTiO3. The bulk-layer model shows a bowing below
the linear interpolation between pure BaTiO3 and pure
PbTiO3. The first-principles results show only a very
3weak dependence on the superlattice period, converging
quite rapidly to the model curve with increasing super-
lattice period for a given x. The x dependence of model
tetragonality c/a, where c = ctot/N , is so strongly bowed
that it is nonmonotonic. Here too, the first-principles
results converge quite rapidly to the model curve with
increasing superlattice period for a given x. The bulk-
layer model response functions ǫ33 and d33 also show dis-
tinctly nonlinear behavior, with a change in curvature
at an intermediate value of x as well as non-monotonic
behavior for ǫ33. The first-principles results for the re-
sponse functions show a stronger dependence on the su-
perlattice period, with substantial enhancement over the
model and with the shortest-period (small N), PbTiO3-
richest (small x) superlattices displaying enhancement
even above the values of each pure constituent. With
increasing period, these values converge quite accurately
to the model, as illustrated by the insets in Fig. 2. This
is as expected, since the interface and finite size effects in
individual superlattices should become negligible in this
limit, and the physics will be dominated by the effects
included in the bulk-layer model, which depends only on
x and is independent of the total superlattice period.
The results for the BaTiO3/SrTiO3 superlattices,
shown in Fig. 2, show an upward bowing for the polar-
ization (opposite to that of PbTiO3/BaTiO3), and near
linearity for the tetragonality as a function of x, the layer
fraction of SrTiO3. The first principles results show weak
dependence on the superlattice period. The near-flatness
of the energy well U(D; SrTiO3), leads to the large dielec-
tric and piezoelectric responses in the SrTiO3-rich (large
x) superlattices. In contrast to PbTiO3/BaTiO3 the first
principles results do not converge accurately to the model
for large x.
Finally, the results for the PbTiO3/SrTiO3 superlat-
tices, shown in Fig. 2, show only slight bowing for the
polarization and the tetragonality as a function of x, the
layer fraction of SrTiO3. The first-principles results show
negligible dependence on superlattice period, lying on
or very close to the model curves even for the shortest-
period superlattices. The dielectric response grows even
more rapidly with x than for BaTiO3/SrTiO3 (note the
difference in the vertical scale). The piezoelectric re-
sponse, in contrast, shows a striking suppression below
the pure constituent values at intermediate values of x,
which is also clearly evident in the first-principles results.
The bowing in the x dependence of the polarization
for all three systems can be understood by considering
x = 0.5. There, the minimization of U(D) with re-
spect to D requires dU(D;α1)/dD = −dU(D;α2)/dD,
and examination of Fig. 1 immediately shows that the
value of D, and thus of P , that minimizes U(D) is be-
tween the values that minimize the individual U(D;αi).
For the superlattice systems containing BaTiO3, the rela-
tively high stiffness of BaTiO3 around its minimum gives
minimal values of D for U(D) that are closer to that of
BaTiO3 (lower than the average D for PbTiO3/BaTiO3
and higher than the averageD for BaTiO3/SrTiO3), cor-
responding to the observed bowings. The low stiffness of
PbTiO3 combines with the flatness of SrTiO3 to give a
minimizing D close to and just slightly below the av-
erage, corresponding to the small downward bowing for
PbTiO3/SrTiO3.
The deviations from the simple linear interpolation val-
ues in the tetragonality (c/a) can be similarly understood
by considering x = 0.5. In PbTiO3/BaTiO3, the value of
c/a computed at the average D of the two constituents
(D¯), that is 0.5(c(D¯; PbTiO3) + c(D¯; BaTiO3)) is 4.102
A˚, above the linear interpolation value of 4.087 A˚. The
downward bowing in P , so that the D at x = 0.5 is well
below D¯, is thus completely responsible for lowering the
value of c/a at x = 0.5 so far as to lead to the nonmono-
tonic dependence on x. In contrast, for BaTiO3/SrTiO3
the upward shift of c/a computed at D¯ relative to the
linear interpolation value is almost equal and opposite
in sign to the downward shift due to the smaller bow-
ing of P , so that c/a vs x is almost linear. Finally, for
PbTiO3/SrTiO3, the two shifts are comparable in mag-
nitude and both downward, accounting for the observed
downward bowing.
The dependence of the dielectric permittivity and
piezoelectric response on x can similarly be understood as
following naturally from the constitutive relations shown
in Fig. 1. The details of this analysis, including how the
enhancement of ǫ33 in PbTiO3/BaTiO3 is related to a su-
pertetragonal phase of BaTiO3 and how the suppression
of d33 in PbTiO3/SrTiO3 results from the negative per-
mittivity region in PbTiO3’s constitutive relations, are
discussed in the supplemental material.
An implicit assumption of the bulk-layer model is that
the structure within each constituent layer is uniform. In
the full first-principles calculations, the structure within
each constituent layer is free to vary, and in particu-
lar, the region near the interface can be different from
the layer interior. These additional degrees of freedom,
together with interface effects, contribute to the larger
responses seen in the full first-principles calculations.
This is particularly pronounced in BaTiO3/SrTiO3 and
PbTiO3/SrTiO3 superlattices with high SrTiO3 fraction,
for which examination of the structure in the SrTiO3
layer shows comparatively large variation within the
layer, partly accounting for the discrepancies between the
full first-principles superlattice values and the model for
ǫ33 and d33.
In the results presented here, we have considered 5-
atom P4mm structures for the constituent compounds
and 1x1xN P4mm structures for the superlattices, al-
lowing consistent comparisons between the bulk-layer
model predictions and the first-principles calculations. In
fact, both experimental and theoretical investigations of
PbTiO3/SrTiO3 superlattices show that oxygen octahe-
dron rotations appear in the lowest-energy phases [23–
425]. For comparison to PbTiO3/SrTiO3 experiments,
this model therefore should be extended, as done for
PbTiO3/BiFeO3 in [17], by laterally enlarging the unit
cells to allow rotations when computing the constitutive
relations.
In PbTiO3/BaTiO3, the dielectric permitivitty and
piezoelectric responses show strong period-dependent en-
hancements relative to the bulk-layer model, with the
largest enhancements for the shortest period superlat-
tices: 38% in ǫ33 for the 1:1 superlattice and 32% in d33
for the 2:1 superlattice. For both ǫ33 and d33, the highest
values at intermediate x are above the values for either
constituent. This signals the contribution of the inter-
faces, including atomic and electronic reconstruction, and
finite size effects. Detailed examination of the computed
superlattice structures and phonons could give more in-
formation about these contributions; this is the subject
of future work.
In summary, we have extended the first-principles
bulk-layer model, which predicts the properties of
superlattices from the bulk constituent responses to
changing mechanical and electrical boundary condi-
tions, to the prediction of dielectric and piezoelectric
responses in insulating superlattices. We have pre-
sented a quantitative comparison between the model
and full first-principles calculations for three sets of
superlattices (PbTiO3/BaTiO3, BaTiO3/SrTiO3 and
PbTiO3/SrTiO3) demonstrating that the model pro-
vides an excellent first approximation to the polariza-
tion, tetragonality, dielectric permittivity and piezoelec-
tric response of these systems allowing the identification
of interface and finite-size effect contributions. Expan-
sion of the constituent database will allow the efficient
exploration of a large configuration space of superlattices,
enabling the data-driven design and discovery of super-
lattice materials with targeted functional properties.
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FIG. 2: Spontaneous polarization, tetragonality (c/a), dielectric response ǫ33 and dielectric response d33 for (a)
PbTiO3/BaTiO3, (b) BaTiO3/SrTiO3 and (c) PbTiO3/SrTiO3, plotted as functions of the layer fraction x
of the lower polarization constituent. The bulk-layer model results are shown by a solid line and the
first-principles results for individual superlattices are shown as circles filled by colors corresponding to the
total superlattice period. The insets in the panels for ǫ33 and d33 of PbTiO3/BaTiO3 show the
first-principles values for superlattices with x = 0.5 plotted against (1− 1/N), where N is the superlattice
period in layers of bulk unit cells, with a linear fit to the N > 1 values showing accurate convergence to the
model value (indicated by the horizontal line). The differing scales of the vertical axes in each figure are
chosen to accommodate the differing ranges over which properties vary between systems. The imperfect
agreement between the end points and the model is discussed in the supplemental material.
1First-Principles Bulk-Layer Model for Dielectric and Piezoelectric Responses in
Superlattices: Supplemental Material
GENERAL FORMULATION OF THE MODEL
For the superlattice consisting of periodic repeats of k layers of unit cell thickness ni; i = 1, ...k, with superlattice
period N =
∑
i ni, the total energy is taken as the sum of the energies of the individual layers:
U(D) =
∑
i
xiU(D − σi;αi) (S1)
where xi = ni/N and the case of charge-mismatched constituents is treated by including fixed interface charges σ as
in [17], so that σi =
∑i−1
j=1 σj,j+1, σj,j+1 is the fixed interface charge at the interface between layer j and layer j + 1,
and σ1 = 0.
We consider situations in which the voltage drop V across the sample is controlled, with the V = 0 short-circuit
boundary condition corresponding to the periodic boundary conditions used in first-principles calculations. In practice,
we first construct
V (D) =
∑
i
niE(D − σi;αi)c(D − σi;αi) (S2)
The D that corresponds to the target V is obtained by solving V (D) = V and if there are multiple solutions, then
choosing the one that gives the lowest value of U(D). For V = 0, this is equivalent to minimizing U(D) with respect
to D as in [17]. We then construct ctot(D) =
∑
i nic(D − σi;αi) and Eext(D) = V (D)/ctot(D) and their derivatives
with respect to D, from which we obtain the zero-stress dielectric permittivity ǫ33 = dD/dEext = (dEext/dD)
−1
and the piezoelectric response d33 = c
−1
tot(dctot/dD)(dD/dEext) = g33ǫ33 where g33 = c
−1
totdctot/dD. Note that the
dielectric and piezoelectric constants used in this work are for fixed in-plane lattice constants; this is discussed below
in the section “First-Principles Linear-Response Calculations With Epitaxial Constraints”. While in the main text
we discuss two-component superlattices, the model as formulated here can be applied to an arbitrary number of
components. Results for three-component PbTiO3/SrTiO3/BaTiO3 systems are shown below.
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DETERMINATION OF ELECTRIC-ELASTIC CONSTITUTIVE RELATIONS
The nonlinear responses of the constituent layers of the superlattice to changes in mechanical and electrical boundary
conditions are modeled by electric-elastic constitutive relations U(D;α), c(D;α), E(D;α), and P(D;α), where U is
the energy, c is the out of plane lattice vector, E is the electric field, P is the polarization, and α denotes the constituent
material. In this work we consider systems with symmetry such that D = (0, 0, D), c = (0, 0, c), E = (0, 0, E), and
P = (0, 0, P ) so that the functions reduce to U(D;α), c(D;α) E(D;α), and P (D;α). To determine these functions in
the relevant range of D, we perform first-principles fixed-D calculations as implemented in ABINIT [26–28]. In this
approach the energy is given by:
U(D;α) = min
{ri}
[
EKS({ri};α) +
Ωǫ0
2
(D − P ({ri)};α))
2
]
(S3)
where EKS is the Kohn-Sham energy functional, Ω is the unit cell volume, ǫ0 is the permittivity of free space, and P
is the Berry phase polarization [29, 30].
3We have found that for structural relaxation at D much different than the spontaneous polarization additional
care must generally be taken to successfully converge the calculation. In the fixed displacement field implementation
in ABINIT the functional (S3) is not minimized directly. Instead the existing routines for performing fixed electric
field (E) are utilized (see [13]). During a single step of structural relaxation the ionic structure is fixed while the
electronic Kohn-Sham wavefunctions are determined by applying varied E fields so that E = 1
ǫ0
(D − P ) is satisfied
upon convergence. If the unrelaxed structure is far from the relaxed structure corresponding to the target D, the
ABINIT implementation will fail as the relevant E values become so large that the energy functional no longer has a
minimum as discussed in [12].
One way to avoid this is by choosing starting structures close to the target structure for a particular D by changing
D in small increments and using the structure from the previous step. However, we have found that with a small
modification 1 to the fixed displacement field routines we can avoid this fine-scale incrementing of D, allowing for
roughly an order of magnitude increase in efficiency. The modification is to cap the electric field allowed during
intermediate ionic steps. This allows the structure to continue to relax towards structures for which P is closer to the
target D and the electric field is smaller. At the largest values of D, it might be that the true electric field is larger
than the capping value, yielding results in which the electric field in the final structure is equal to the capping value.
In this situation either the cap has to be gradually increased (if there is still a minimum of the U function in this
range of E) or no result can be obtained for D at and above this value. We have found a capping E field of 5× 10−3
a.u. (2.57× 109 V/m) to work well for the materials studied here. Note that even in an implementation where (S3)
was minimized directly a similar issue would still occur in that there would be no minimum in the energy functional
for large D − P , and a similar limit on the second term in equation (S3) would need to be imposed for intermediate
relaxation steps.
While this capping of the electric field allows for relaxation at D with starting structures which have a relatively
large (D − P ), another issue can arise if this difference is too large. Since P of a periodic system takes values on a
lattice, special care must be taken to choose the correct branch. Since the default behavior is to choose this branch so
as to minimize the internal energy, if one starts a calculation fixing D to a value that differs by a polarization quantum
from the spontaneous polarization of the starting structure, the P will stay on the wrong branch. This can be avoided
by ramping D from its zero field value using steps smaller than a polarization quantum. For the systems examined
here this step size is over an order of magnitude larger than previously required for the calculations performed with
uncapped E.
To compute derivatives of the functions U , E, P and c, we use a spline fit to the first-principles calculations. The
relation E(D) = 1Ω(D)
dU
dD
is satisified to high accuracy.
FIRST-PRINCIPLES CALCULATION DETAILS
SrTiO3 P4mm (99)
a = 3.857A˚, c = 3.864A˚
P = 0.109 C/m2
Sr 1a 0 0 0
Ti 1b 1/2 1/2 0.501
O 1b 1/2 1/2 0.991
2c 1/2 0 0.490
BaTiO3 P4mm (99)
a = 3.857A˚, c = 4.102A˚
P = 0.412 C/m2
Ba 1a 0 0 0
Ti 1b 1/2 1/2 0.517
O 1b 1/2 1/2 0.963
2c 1/2 0 0.475
PbTiO3 P4mm (99)
a = 3.857A˚, c = 4.073A˚
P = 0.855 C/m2
Pb 1a 0 0 0
Ti 1b 1/2 1/2 0.466
O 1b 1/2 1/2 0.903
2c 1/2 0 0.392
TABLE S1: Computed structural parameters and polarization (P ) of each epitaxially constrained constituent
material.
We performed first-principles density-functional-theory calculations with the local density approximation (LDA)
using the ABINIT package [26–28]. Norm-conserving pseudopotentials were generated with the Opium code [31, 32].
An energy cutoff of 800 eV was used with a 10×10×10 Monkhorst-Pack grid to sample the Brillouin zone for 5-
atom-unit-cell systems, and equivalent k point densities for the superlattice systems[33]. Structural relaxations were
performed with a force threshold of 10 meV/A˚, except for SrTiO3 fixed-displacement-field calculations where the
1 suggested by R. E. Cohen
4slightly polar structure required a stricter convergence of 1 meV/A˚. For the superlattices, polarization was computed
using the Berry phase formalism [30], and dielectric and piezoelectric responses were computed using density functional
perturbation theory (DFPT) [34–36]. The electric-elastic constitutive relations for the materials BaTiO3, PbTiO3
and SrTiO3 were computed using fixed displacement field calculations for the five atom unit cell [13]. Convergence
issues encountered (and the measures taken to remedy them) in performing the fixed displacement-field calculations
were discussed in the previous section.
ANALYSIS OF DIELECTRIC PERMITTIVITY AND PIEZOELECTRIC RESPONSE OF
SUPERLATTICES
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FIG. S1: The derivative of the E(D;α) curves (from Fig. 1 of the main text) with respect to D for SrTiO3, BaTiO3,
and PbTiO3.
The dielectric permittivity of the superlattice ǫ33 = dD/dEext can be expressed in terms of the behavior of individual
layers as:
ǫ33 =
∑
i xic(D;αi)∑
i xic(D;αi)
dE(D;αi)
dD
(S4)
The non-monotonic behavior of ǫ33 in PbTiO3/BaTiO3 can be partly attributed to an anomaly in the high-D behavior
of BaTiO3, with a nonlinear softening for D > 0.6 C/m
2, evident in Fig. S1. This softening arises from proximity
in the energy landscape to a highly polar supertetragonal phase of BaTiO3 which has been predicted to be stable
at large negative pressure [37, 38]. While the supertetragonal phase is not even metastable under the mechanical
and electrical boundary conditions explored, the values of D achieved in the BaTiO3 layer in superlattices with a
large fraction of PbTiO3 are in this anomalous regime. Similarly large values of D are achieved in SrTiO3 layers
for PbTiO3/SrTiO3 superlattices with low SrTiO3 fraction. However, as can be seen in the SrTiO3 dE/dD curve in
Fig. S1, while dE/dD does begin to soften in SrTiO3 it never decreases in the relevant range of D. Furthermore, the
large permittivity of SrTiO3 dominates the evolution of ǫ33 with x, and any enhancement due to effects on the energy
landscape from a supertetragonal phase are comparatively negligible. The dielectric permittivity of PbTiO3/SrTiO3
is seen to increase more rapidly with x than that of BaTiO3/SrTiO3 (notice the difference in scales between the two
plots). While there is a contribution from the slight softening of SrTiO3 at high D, PbTiO3/SrTiO3 is also the only
one of the three systems examined here where one of the constituents has a negative dE(D;α)/dD for a large range
of x (see PbTiO3 in Fig. 1 at D < 0.55). A negative dE(D;αi)/dD in the denominator of equation (S4) increases
the permittivity of the superlattice [39].
The behavior of d33 for each system can be understood by first recalling that d33 = ǫ33g33. As can be seen in
Fig. S2, each system’s g33(x) has a bowing following that of the polarization bowing for reasons analogous to those
discussed regarding the tetragonality. In PbTiO3/BaTiO3 the downward bowing of g33(x) is so strong that it is
nonmonotonic. When multiplied by ǫ33(x), which has the previously discussed enhancement, the resulting d33(x)
is monotonically decreasing, with a change in curvature. For both BaTiO3/SrTiO3 and PbTiO3/SrTiO3 g33 is a
monotonically decreasing function of x, while ǫ33 is monotonically increasing, but their d33 curves exhibit qualitatively
different behavior. This can be understood by considering how the slope at any given x relates to the slopes and
5(a) PbTiO3/BaTiO3
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(b) BaTiO3/SrTiO3
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(c) PbTiO3/SrTiO3
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FIG. S2: Model and first principles results for g33 =
1
c
dc
dD
for (a) PbTiO3/BaTiO3, (b) BaTiO3/SrTiO3, and (c)
PbTiO3/SrTiO3 as functions of layer fraction x of the lower polarization constituent. The bulk-layer
model results are shown by a solid line and the first-principles results for individual superlattices are
shown as circles filled by colors corresponding to the total superlattice period.
magnitudes of ǫ33 and g33.
d(d33)
dx
=
dǫ33
dx
g33(x) + ǫ33(x)
dg33
dx
For both BaTiO3/SrTiO3 and PbTiO3/SrTiO3 the first term is always positive and the second term is always negative.
Then d33 will have a negative slope in regions where the following is satisfied:
1
g33
|
dg33
dx
|ǫ33 >
dǫ33
dx
For both BaTiO3/SrTiO3 and PbTiO3/SrTiO3 systems dǫ33/dxSrTiO3 comes to dominate in the large xSrTiO3 limit,
resulting in the above condition not being satisfied implying a positive slope at large x. For BaTiO3/SrTiO3 the
6above condition is not satisfied at x = 0, so d33(x) can monotonically increase. In PbTiO3/SrTiO3 the larger ǫ33 of
PbTiO3 (discussed above), combined with the positive curvature of g33 result in the above inequality being satisfied
for x = 0, leading to the nonmonotonic behavior observed in d33 in Fig. 2 of the main text.
FIRST-PRINCIPLES LINEAR-RESPONSE CALCULATIONS WITH EPITAXIAL CONSTRAINTS
The dielectric and piezoelectric responses obtained in the model correspond to the response of the system with
in-plane lattice constants fixed to those of SrTiO3(001), rather than the zero-stress responses designated ǫ33 and
d33 in ABINIT. In this section, we give details on obtaining the reported responses from the quantities provided by
ABINIT.
The epitaxially-constrained dielectric permittivity is (dD3
dE3
)σ3=0 where σ is the stress in Voigt notation. To obtain
(dD3
dE3
)σ3=0 from the quantities provided by ABINIT, we note that with the condition that the in-plane lattice constants
are fixed, the in-plane stress will change with electric field. We use the thermodynamic relation:
ηp = Spqσq + dpmEm (S5)
where S is the fixed electric field compliance tensor and η is the strain in Voigt notation[40]. With zero in-plane strain
(η1 = η2 = 0), σ3 = 0, and using the tetragonal symmetry of the systems examined in this work we can obtain from
equation (S5)
σ1 = σ2 = −
d13
S11 + S12
E3 (S6)
Next we utilize the thermodynamic relation:
Dm = ǫmnEn + dpmσp (S7)
where ǫ is the zero-stress dielectric tensor and dpm = (
dDp
dσm
)E=0 is the zero-stress piezoelectric tensor, and we differ-
entiate D3 with respect to E3 obtaining:
dD3
dE3
= ǫ33 +
∑
i
(di3
dσi
dE3
) (S8)
The dσi
dE3
are easily obtained from (S6) and inserted into the above expression to obtain the desired epitaxially-
constrained dielectric permittivity:
(
dD3
dE3
)σ3=0 = ǫ33 −
2d213
S11 + S21
(S9)
Now we turn to the epitaxially-constrained piezoelectric response (dD3
dσ3
)E=0. To express this in terms of the zero-
stress quantities provided by ABINIT, we proceed in close analogy to the discussion for ǫ33 above. Note that with
in-plane strain fixed, in-plane stress will change as σ3 is varied. Again using thermodynamic relation (S5), still with
η1 = η2 = 0 and tetragonal symmetry, but now with Ei = 0 for all i, we can obtain
σ1 = σ2 = −
S13
S11 + S12
σ3 (S10)
Making use of the thermodynamic relation (S7) we differentiate D3 with respect to σ3 obtaining
dD3
dσ3
=
∑
i
di3
dσi
dσ3
(S11)
The desired dσi/dσ3 are easily obtained from (S10) yielding the epitaxially-constrained piezoelectric response:
dD3
dσ3
= d33 −
2d13S13
S11 + S12
(S12)
The quantities d33, d13, S13, S11, and S12 that appear in the right hand side of equations (S9) and (S12) can be
obtained in a straightforward manner using the DFPT implementation in ABINIT along with the ANADDB post-
processing tool. This is also true for ǫ33, so long as the system contains no unstable phonon modes at the Γ point.
7SrTiO3
d33 ǫ33 g33
FF 69.0 510 0.01528
LR 71.5 528 0.01530
diff 2.5 18 0.00002
% diff 3.6 3.4 0.2
BaTiO3
d33 ǫ33 g33
FF 31.6 38.1 0.0936
LR 30.9 37.2 0.0937
diff 0.7 0.9 -0.0001
% diff 2.3 2.4 -0.1
PbTiO3
d33 ǫ33 g33
FF 56.8 62.6 0.1026
LR 58.0 63.7 0.1029
diff 1.2 1.1 0.0003
% diff 2.1 1.8 0.3
TABLE S2: Comparison of finite field (FF) and linear response (LR) results for the dielectric permittivity (ǫ33) and
piezoelectric responses (d33 =
1
c
dc
dE
and g33 =
1
c
dc
dD
) of each epitaxially constrained material.
However, in some PbTiO3/SrTiO3 1x1xN P4mm superlattice structures we find unstable Eu polar modes meaning
the full dielectric permittivity matrices can not be obtained directly using ANADDB. However, by symmetry the
oscillator strengths of these modes are such that they do not contribute to ǫ33. In this case we obtain ǫ33 using
quantities that are output from ABINIT and ANADDB, first computing the zero strain ǫ33 from equation 53 from
[34] and then obtaining ǫ33 = ǫ
(η=0)
33 +
∑
p ep3dp3, where eij = dDj/dηi and η is the strain in Voigt notation.
COMPARISON OF LINEAR RESPONSE AND FINITE FIELD RESULTS FOR BULK CONSTITUENTS
In Fig. 2 of the main text we noted that the end point linear response calculations do not coincide perfectly with the
model curve. In the DFPT calculations the response of the material to an electric field is computed using derivatives
of the wavefunction with respect to the wavevector (k) in the Brillouin zone (BZ), which are found by solving a
Sternheimer equation at each k point. In the finite field calculations used to parameterize the model, dependence on
the wavefunction on wavevector (k) across the BZ are instead incorporated through the polarization P term in the
energy functional. These two methods converge differently with respect to k-point sampling and plane wave basis
[36, 41] resulting in small differences between the model and DFPT results even for bulk compounds; details are given
in table S2.
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